
“CONDOR”  belongs to a wide range of FAZA rakes.
It is equipped with hydraulic system, which adjust
both the wheel’s lifting and working width.
It is especially suitable for working in extended grounds.

The machine is built of high resistance tubular steel,
which makes it reliable in any working condition.
Tines are 7-mm diameter.
Easy transport with space reduced to bare minimum.

Technical Specifications                                                    RVT 10                                            RVT 12                                            RVT 14                                                 
  Number of wheels                                                               10                                                     12                                                     14                                                         
  Number of tines per wheel                                                  40                                                     40                                                     40                                                         
  Working width                                                                     750 cm / 24’ 16”                               850 cm / 27’ 8”                                 950 cm / 31’ 8”                                     
  Transport width                                                                   250 cm / 8’ 3”                                   250 cm / 8’ 3”                                   250 cm / 8’ 3”                                       
  Working speed                                                                    14 MPH / 22.5km/h                          14 MPH / 22.5km/h                          14 MPH / 22.5km/h                              
  Minimum power required                                                    60 HP                                               65 – 70 HP                                       70 – 80 HP                                           
  Weight                                                                                 1300 kg / 2865 lbs.                          1400 kg / 3086 lbs.                          1500 kg / 3306 lbs.                               
  Tire size                                                                              5.00 – 15                                          5.00 – 15                                          5.00 – 15                                              
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  Faza pull type rakes mod. RT/ 7 and RT/ 9  are specially designed to
  operate in rough soils, combining accuracy and speed to their
  superior hay handling abilities.  Each wheel is individually suspended
  from the others and from the frame, allowing the finger wheels to
  follow the contours of the ground.

 Les rateaux trainés FAZA mod. RT/ 7 and RT/ 9 sont concus pour travailler des
 terrains irréguliers en garantissant un parfait travail et vitesse unis à une
 grande habilité en le travail de la fenaison.  Chaque étoile est indépendante de
 l’autre et du châssis, pour permettre aux bras de suivre les contour du terrain.

  Mod. Working Width Transport Dim. Dim Wheel Wheel Weight # of Tines per Wheel
  largeur de travail dim. de transport dim. étoile rove poids # des dentes pour étoile
                                         cm                                              cm                                      mtr                                                         kg                                                                     
 RT – 7 500 300 1.4 2 540 40
 RT – 9 580 360 1.4 2 620 40
 RT – 7 / 3R 500 300 1.4 3 580 40
 RT – 9 / 3R 580 360 1.4 3 660 40

RATEAUX FANEURS TRAINÉS
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RATEAU-FANEUR PORTÉ

Wheel Hubs
Moyeux porte ètoilesSPECITICATIONS / DONNÉES TECNIQUES

    MOD.                                                                               RP/ 2               RP/ 3                 RP/ 4            RP/ 5               RP/ 6            RP/ 8          RP/ 10             RP/ 12        
    Wieght kg. 75 140 180 210 250 465 535 615
    Poids                                                          lbs.                165                  308                    396               462                  550               1023           1177                1353           

    Number of wheels 2 3 4 5 6 8 10 12
    Nombre d’ètoiles                                                                                                                                                                                                                                                 

    Number of teeth per wheel 40 40 40 40 40 40 40 40
    Nombre de dents par d’ètoiles                                                                                                                                                                                                                            

    Raking working width mtr. 1.20 1.95 2.60 3.40 4.20 5.40 6.40 7.40
    Largeur de travail                                      ft.                   3’ 11”               6’ 4”                   8’ 6”              11’ 2”               13’ 9”            17’ 9”          21’                   24’ 3”          

    Turn / spread working width mtr. 1.00 2.10 2.30 3.10 3.90 Reg. Reg. Reg.
    Largeur pour èpandre / tourner                 ft.                   3’ 3”                 6’ 9”                   7’ 7”              10’ 2”               12’ 9”                                                                          

    Transport width mtr. 1.50 2.20 2.20 2.20 2.20 3.60 4.15 4.85
    Largeur de transprt                                    ft.                   4’ 11”               7’ 3”                   7’ 3”              7’ 3”                 7’ 3”              11’ 10”        13’ 7”               15’ 11”        

    Power hp. 20 30 30 30 40 40 50 50
    Puissance                                                                                                                                                                                                                                                            
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  Raking / Râteler               Raking / Râteler             Turning / Tourner      Spreading / Epandage

RP/2 RP/4

RP/5 RP/6

RP/8 RP/10

  Faza mounted hay rakes have a strong tubular frame.
  The easy adjustments of the hitch and independent
  floating arms assure the best operation, following
  the ground contours.
  Wheel hubs are fitted with adjustable and perfectly
  sealed double conical roller bearings

  Les rateaux faneurs portès Faza, de la sèrie “PR” ont une
  Structure tubulaire très resistente.  Les règlages de
   l’attelage et les bras porte ètoiles osillants, facilitent les
  differentes opèrations et permettent un travail rapide et
  soignè s’adaptant à tout type de terrain.  Les moyeux porte
  ètoiles sont montès sur des roulements à double rouleeaux
  conique règlabes et parfaitement protegès.

MOUNTED FINGERWHEEL RAKES



OPTIONAL SPLITTER  WHEEL

   

     MOD.        NUMBER OF WHEELS        WEIGHT kg          TRANSPORT WIDTH         WORKING WIDTH         POWER HP

    CTH-8                     8                          720                        2.50 mtr.                           5.40 mtr. / 17’, 9”                 40      

    CTH-10                   10                        850                        2.50 mtr.                           6.40 mtr. / 21’                      50      

    CTH-12                      12                          920                          2.50 mtr.                              7.40 mtr. / 24’, 3”                    60       

CTH-8 CTH-10 CTH-12
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 GR 320/9 Fixed Hitch, 9 Arms
3.2 m working width (10.5’)

 GR 340/9 Fixed Hitch, 9 Arms
3.4 m working width (11’)

 GR 350/9 Articulated Hitch & Tandem Wheels, 9 Arms
3.5 m working width (11.5’)

  GR 400/11 Articulated Hitch & Tandem Wheels, 13 Arms, 4.0 m working width (13.0’) Hydraulic Adjustment

 GR 450/13 Articulated Hitch & Tandem Wheels, 13 Arms, 4.5 m working width (14.5’) Hydraulic Adjustment

GR 350/9-T/H 9 Arms, 3 Tines per arm
350cm working width
35 cm max.hydraulic frame lifting
Weight 415 kg.

GR 400/11-T/H 11 Arms, 4 Tines per arm
400cm working width
40 cm max.hydraulic frame lifting
Weight 510 kg.
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GF 480 T  4 spinners

 Trailed version

 Easy lift manual fold-up  No hydraulics required

 4.8m (15.75’) working width
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